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Abstract

The performance of NF membranes for water colour removal caused by high molecular weight
NOM on real conditions was observed. Sufficient removal of NOM were recognized, however
further treatment steps are required to reach permissible limits of total Fe and Mn?* content.

levads

Selektivas nanofiltracijas (NF) membranas ir izmantotas ar mérki aizstat klasisko
koagulacijas/flokulu atdaliSanas metodi, kas ir visbiezak izmantota dabiskas izcelsmes organisko
vielu (DIOV) atdalisana. DIOV ir galvenais adens krasainibas avots un ta galvena sastavdala ir
huminvielas ar molekulmasu no 5’000 Iidz 50’000 Da.

Udens attiriana ir veikta realos apstaklos ar konteinertipa pilot-iekartu, kas adaptéta selektivo
membranu izmantoSanai. Stabilas membranu veiktspéjas un pietiekama resursa (ilgmdZzibas)
gadijuma Sis risinajums ir izmantojams ka investiciju izmaksu zina efektiva alternativa klasiskajai
metodei.

Darba merkis ir novértet NF membranu piemérotibu lielmolekularu savienojumu izraisitas adens
krasaintbas novérSanai.

Metodika

Pétamais objekts ir Gdens no pazemes urbumiem Kolkas pagasta ,Avotinos”. Udens paraugi
analizéti 1x ménesi sakot no 2010. gada decembra. Paraugu nemSanas vietas: pirms un péc
membranu bloka. Noteikti sekojoSi parametri — oksidéjamiba (KSP), krasainiba, dzelzs un
mangana jonu saturs.

Udens kvalitates parametri ir noteikti izmantojot firmas HACH spektrofotometru DR/2010,
reagentus un izstradato metodiku.

Rezult ati

Dzerama adens paraugos pirms membranu bloka vidéjais kimiskais skabekla patérins (KSP)
parsniedz pielaujamo normu gandriz 11 reizes sastadot 87 mg/l O,. Péc membranu bloka KSP ir
vidéji 7 mg/l O, un neparsniedz likumdoSana noteikto normu - 8 mg/l O, (Seit un talak dotas
pagaidu normas apdzivotam vietam ar iedzivotaju skaitu Iidz 10 tGkstoSiem).

Krasainiba izteikta platina-kobalta vienibas jeb grados pirms un péc membranu bloka attiecigi ir
194 un 20 vienibas.

Dzelzs saturs dzerama Udens paraugos péc membranam vidéji samazinajas par 40,1%
sasniedzot 2,1 mg/l, kas joprojam batiski parsniedz pielaujamo normu (0,4 mg/l). Mangana saturs
dzerama Udens paraugos péc membranam vidé€ji samazinajas par 18,5% sasniedzot 0,22 mg/l,
kas nedaudz parsniedz pielaujamo normu (0,2 mg/l).

Secin ajumi

1. Filtréjot dzeramo Gdeni caur nanofiltracijas (NF) membranam tiek sasniegts galvenais izvirzitais
uzdevums - atdalitas dabiskas izcelsmes organiskas vielas (DIOV) un krasainiba samazinata [idz
pielaujamam [fmenim.

2. AnaliZzu dati rada, ka membranas tikai dal€ji samazina dzelzs un mangana saturu, tatad adeni ir
nepiecieSams apstradat vel papildus, lai sasniegtu LR likumdoSana noteiktas, pielaujamas kopé€ja
Fe un Mn?* normas.



